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Overview

BRC offers new ways of connecting that allow for both 
freestanding and semi-freestanding applications. By using 
a combination of gallery panel spines and supporting feet, 
offices can be configured  to provide more privacy. BRC 
gallery panels provide flexibility to design the best layout 
for your workspace.

Gallery Panels & Accessories
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Price Guide & Dimensions
To view the prices and dimensions in more detail visit:
https://brc.group/resources/price-guides

Gallery Panels & Accessories

Specifications

Features
•	 BRC manufactures gallery panels to suit any environment. 
•	 Available in different styles and sizes to fit any office 

requirement.
•	 Available in all standard BRC finishes, with an upcharge 

for any custom finish.
•	 Panels are available in 1” (25.8mm) LPL.
•	 Male and female connectors, and a blank end (no 

connectors) can be configured to allow 6 different panel 
options.

•	 All exposed edges are manufactured with thermo rigid 
laser applied 3/32” (2mm) thick edging.

•	 Units have one inch of leveling
•	 Woodgrain direction (if applicable) runs vertical on the 

smaller widths (18” – 60”) and horizontal on the larger 
widths (66” – 96”). 

•	 BRC products meet ANSI/BIFMA e3 Furniture 
Sustainability Standards, BRC is Level® 2 Certified

•	 All low-pressure laminate panels are 45lbs density and 
finished both sides.

•	 Most BRC low-pressure laminate finishes can be matched 
to high-pressure laminate (HPL). 

•	 Includes connecting hardware, connecting spine sold 
separately.

•	 Gallery spine is a 1” x 1” steel support that runs the 
entire vertical length of the panel.

Finishes
To view our complete line of fabrics and finishes visit:  
https://brc.group/resources/finishes-materials

Most laminates are available in matching low-pressure 
(LPL) and high-pressure (HPL) finishes in 1” and 1.25” thick 
material with 2mm edge trim. When specifying laminate 
top finish codes, the code applies to the worksurface or 
top of product only. 

Laminate codes
M1 - 1” thick LPL
H1 - 1” thick HPL (top only)
K1 - 1.25” knife edge

NGPLN NGPEN NGPGN NGPAN

NGPSN NGPWN NGPFA HHKWA HGPHA

Models
See Price Guide for all models.


