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STEP: 1 STEP: 2
PLACE THE MANHATTAN TOWER IN CLOSED POSITION ON A CLEAN LEVELLED SURFACE. PLACE 3/4" THICK WOODEN BLOCKS UNDERNEATH THE GABLE AND ADJUST THE LEVELLER SUCH THAT
THE GAP BETWEEN THE FLOOR AND THE GABLE IS 3/4".
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STEP 3:

-- MAKE MINOR ADJUSTMENTS TO THE LEVELLERS TO ENSURE THE CASE IS STABLE AND LEVEL.
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STEP 4:

EXTEND THE PULL OUT COMPONENT FULLY. CHECK THE FRONT LEVELLERS TO MAKE SURE CONTACT WITH THE
FLOOR HAS BEEN MAINTAINED. ADJUST ACCORDINGLY. IF THERE IS EXTRA RESISTANCE PULLING THE EXTENDIBLE
COMPONENT, ADJUST THE FRONT LEVELLER UNTIL THE CASE IS STABLE AND THE CASTER IS TOUCHING THE GROUND
WITH LIGHT PRESSURE. CLOSE, THEN OPEN THE UNIT TO ENSURE THE PULL OUT IS FUNCTIONING SMOOTHLY AND MAKE

FINAL SMALL ADJUSTMENTS TO THE LEVELLERS IF NECESSARY.
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S 1 N /\ SPECIAL NOTES:
THIS STORAGE MUST BE SECURED OR GANGED
TO AN ADDITIONAL SUPPORT STRUCTURE
A" S > (EG: WALL, ADJACENT CABINET)
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