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Overview

BRC’s study carrels are great for educational settings where 
students require individual space to study and do their work. 
They offer privacy and enough room to sit comfortably.

Optional extras include a shelf, tackboard and a power bar 
with two USB ports. Study carrels can be configured by lining 
them up in rows against each other or along a wall. BRC 
offers single units or multi-station study carrels providing 
versatility to make the most effective use of your space.
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Study Carrels

SpecificationsSpecifications

Features
•	 BRC manufactures study carrels to suit any environment. 
•	 Available in all standard BRC finishes, with an upcharge 

for any custom finish.
•	 All exposed edges are manufactured with thermo rigid 

laser applied 3/32” (2mm) thick edging.
•	 Units have one inch of leveling
•	 Grain direction horizontal on tops, shelves and modesties 

while vertical for gables.
•	 Standard casegoods construction is 1” thick gables  3/4” 

thick modesty panels in low-pressure laminate (LPL).
•	 BRC products meet ANSI/BIFMA e3 Furniture 

Sustainability Standards, BRC is Level® 2 Certified
•	 All low-pressure laminate panels are 45lbs density and 

finished both sides.
•	 Most BRC low-pressure laminate finishes can be matched 

to high-pressure laminate (HPL). 
•	 Tops are available with two core/surface material options 

of  1” (25.8mm) LPL or 1-1/8” (27mm) HPL.
•	 Grommets are extra on work surface top. Pass through 

grommets come standard in multi run configurations.
•	 Modesties come standard as 3/4 high (20”).
•	 Corner radius on upper front of gable is 6”
•	 Parts are manufactured in a way that allows for 

replacement in the field.

Optional Extra
•	 12” deep overhead shelf 
•	 Worksurface grommets 
•	 Full modesty panel
•	 Power & wire management
•	 Fabric tackboard

Finishes
To view our complete line of fabrics and finishes visit:  
https://brc.group/resources/finishes-materials

Most laminates are available in matching low-pressure 
(LPL) and high-pressure (HPL) finishes in 1” and 1.25” thick 
material with 2mm edge trim. When specifying laminate 
top finish codes, the code applies to the worksurface or 
top of product only. 

Laminate codes
M1 - 1” thick LPL
H1 - 1” thick HPL (top only)
K1 - 1.25” knife edge

Price Guide & Dimensions
To view the prices and dimensions in more detail visit:
https://brc.group/resources/price-guides
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Models
See Price Guide for all models.


